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be taken out by the Contractor, and, except when due to his carelessness or neglect, will be paid for at the same price as other excavation.
Side ditches along the road bed in excavations shall be cut of such widths and depths as the Engineer may direct. Drainage ditches outside of the excavations as well as new channels for streams shall be made whenever directed by the Engineer.
Excavation for foundation pits under water or for deepening new channels in running water will be paid for at such price as may be agreed upon, or as may be fixed by the Engineer in the absence of an agreement. But in either qise the price paid shall cover the cost of all pumping, bailing and all labor and materials used in such excavation.
Emhankfnents.—A^ a rule earth embankments, except as herein otherwise specified for filling over culverts, must be built with wagons or scrapers. The Engineer, however, may permit the use of cars where such use will materially expedite the work or reduce its cost.
All embankments must be commenced and carried up to the top at full width, the* sides being kept at all times as high as the center, and be built, up in layers not exceeding four feet in thickness, in such manner as to make the brink as compart as possible. They shall also be carried to such height above the final grade line as the Engineer may deem necessary to provide for shrinkage, washing and settlement, and be maintained at their proper height and width until accepted by the Chief Engineer, but the computation of quantities shall be made from the true cross sections to which it is presumed the embankments will finally settle.
In filling over masonry culverts care must be taken to avoid injury or distort inn to the masonry, and if directed by the Engineer, the earth shall be wheeled or placed with shovels over and around the culverts and be carefully rammed in thin lavers, Eor such wheeling and tamping such allowance will be made as the Engineer shall deem just.
No logs, stumps, brush or other perishable materials will be allowed in any embankments.
Borrowing.- In ease sufficient material cannot be obtained by hauling from the* excavations, the defieienry may he made up by borrowing, subject, however, to the* direction of the Engineer, in eaeli east* as to the plaee from whieli to borrow.
Borrow pits alongside tin* railroad shall not be brought nearer to the too of the embankment than six feet, nor nearer to the right-of-way line than two feet, and shall have a slope next the railroad not steeper than one* and one-half to one. Borrow pits must be excavated neatly, irregular edges and deep

